
Creating a Powerline Network

Connecting the first adapter

Creating a Powerline Network

Connecting the second adapter

Powerline Network Complete

Network Complete!

Using your Powerline Network
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Adapter 1

Extending your Network 

Connecting additional adapters Connecting your powerline adapters to your internet signal
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NMK (Network Membership Key)Button:

Reset Button:
Used to perform a Factory Reset on the device.
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Ethernet Indicator:

Indicates activity on the Ethernet interface.

Power Indicator:
Indicates when the adapter has power or is connected to a 
network (solid on) or when the adapter is in search mode.

Data Indicator:

Indicates when the adapter is connected to a network (solid on).

Adapter Physical Description

Implements the one-button security configuration and 
synchronization.
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Adapter 2

Adapter 1

Step 1: Plug the first adapter into a wall outlet.

Step 2: Press the NMK button for less than 3 seconds.

Step 1: Plug the Second adapter into a wall outlet.

Step 2: Press the NMK button for less than 3 
seconds.

When both adapters are 
connected (Adapter 1 and 2), 
the power indicators will stop 
flashing and remain on. The 
Data indicators on both devices 
will turn on.

Note: Adapters Should not be connected 
through power bars with built in filters 
and surge protectors. These can weaker 
or even block the Powerline signal.

Note: The Power LED on both adapters will flash 
evenly at 1-second intervals until the operation 
succeeds.

Adapter 3 Adapter 1 or 2

Step 1: Plug the additional adapter 
(number 3) into a wall outlet

Step 2: Press the NMK button for less 
than 3 seconds

Step 3: Press the NMK button on any 
existing Network adapter (ex. Adapter 
number 1 or 2) for less than 3 seconds

Note: The Power LED on both adapters 
will flash evenly at 1-second intervals 
until the operation succeeds. Connect the first Adapter to your 

Broadband Modem/Router
Plug in the second Adapter, then connect 
the cable to any Network ready device

Adapter 2


