
WLAN:

Power Indicator:

PLC:

ETH:

WPS Button:

- LED “ON” when Power is connected

- Push the WPS button to trigger the WI-Fi Protected Setup function.

1

1 - LED “ON” when the Powerline Sync is established.
- Blinking when networking is active.

- LED “ON” when connected to a device using Ethernet.
- Blinking when data is transmited or recived via Ehternet Port

Adapter Physical Description Creating a Powerline Network

Connecting the Powerline adapter

Plug a Corinex HomePlug AV 200 powerline adapter 
into the wall outlet.

Note: Adapters Should not be connected through 
power bars with built in �lters and surge protectors. 
These can weaken or even block the Powerline signal.

- LED “ON” when wireless function is enabled.
- Blinking when sending/receiving data.
- Blinking when WPS is established
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SYNC Button:

- Push the SYNC button to create an secure AVLN (AV Logical 
Network) with other HomePlug AV 200 Powerline devices in range.

Wireless-N
HomePlug AV 

Creating a Powerline Network

Connecting the Powerline adapter
Connect the RJ-45 Cable to the Adpater’s Ethernet port and into the Ethernet enabled 
device such as Modem, Router etc.
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Creating a Powerline Network

Connecting the Powerline adapter
Step 1: Plug the HomeNet Wireless-N HomePlug AV 200  
Adapter into a wall outlet.

Step 2: Press the SYNC button for up to 3 seconds.

Step 3: Press the SYNC button for up to 3 seconds on all 
other HomePlug AV 200 adapters, that should become a 
part of the logical network.

Step 4: Wait for the con�guration process to �nish.
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Creating a Wireless Network 4
Establishing a Protected Wireless Network
Step 1: Press the WPS Button for up to 3 seconds to start the Wireless Protected 
Setup Function.
Step 2: Connect Wirelessly to your Latop or any wireless device.

Modem

Laptop

Secure Powerline Network Complete!


